











2.11 Kensington™ Security Lock Cable Assembly /%

géensingtonTM B2 #) /223 Kensington™ BHi%

Figure 2.23 Kensington™ Security Lock Cable Assembly/
3 Kensington™ PFiBZk#1 /%4 Kensington™ B iR ARHT

2.12 Lock Assembly/ 22354 3L /22 4585 5R

Figure 2.24 Lock Assembly/
TIPSR
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Operation/ #1E



3.1

The Front Panel/ B THR

The front panel features 1 x power on/off button, 2 x LED indicators, 2 x USB 2.0
ports, 2 x USB 3.2 Gen1 ports, and 1 x opening for slim ODD. All of the front panel
functions with I/O from the motherboard.
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Figure 3.1 Front View /R ¥ B /A 13 &
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3.11

3.1.2

Switch, Buttons, and 1/O Interfaces/F-><f0 41 / B B A%

Power on/off switch  This switch is used to turn the system power on or off. Use system
BB TR shutdown or press this switch for a few seconds to turn off the sys-
B tem ATX power.
F T AL AT R B R G Bl . 1R 1 RGN LERRR 244 T it
PRSP DR R G ATX HLIE
P T A% o v] B RSB P Rt BUR . S R AR R ECRR AR R
F I WORD 8 DARE PA AR50 ATX R

Dual USB 2.0 ports These support connection to a wide range of USB devices for data

% USB2.0 0 transfer, backup, and/or input.

% USB2.0 & BEEE IR SR USB e I 3R &, & Bl
BEHEERN] I KA USB et 1 S BORHE . Al s\ .

Dual USB 3.2 ports These support connection to a wide range of USB devices for data
XX USB3. 2 M transfer, backup, and/or input.
% USB3.2 B M IR IER R USB & H THUR L. & e

IR AT FE USB skt A BB . i B

System Status LED Indicators/ R 41847/ RS TR~ E

Two LEDs are placed on the front panel to indicate system power condition and HDD
activity. Refer to Table 3.1 for a summary of the LED definitions.

PURRTIIRACE 2 > LED #R7AT, REWS SR RG0E HiafT MERE1TIRE . LED 47
ANTHIDIRERIRTE SR 3. 1o

PR ATTIAREC A 2 8 LED 4R7M, REHIHUR REUE B IEAT A AEIRIESTIRRE. LED 4§
AR IRERIETE 2 H R 3. 1o

Table 3.1: LED Indicator Functions/ & 4157547 / R Gi e~ /E

LED Description Green Orange
Y o fE
] o gah fa
Power/ IR/ B IR System Power Normal Standby Mode
ARG 1Ew REHLIRZS
a@, RO e
= -]
Hard Disk/fE#/fRE  Hard Disk Drive Activity Data Access
TEERINAN el Vi il
3 B RS AL
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3.2 The Rear Panel/[GE R /& R

The rear plate includes 2-slot low-profile 1/0 brackets. All the rear panel functions 1/0
via the motherboard.
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Figure 3.2 The Rear Panel//5TH#HR /& TR
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Appendix A

Exploded Diagrams /53
AL Ny



A.1 Exploded Diagram/ #f& & / 2R E

Figure A.1 Exploded Diagram/ ;& & / 2 E
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